รายละเอียดการส่งมอบครุภัณฑ์คอมพิวเตอร์ และ อุปกรณ์สนับสนุน
โครงการปรับปรุงโปรแกรมบริหารงานบำรุงทาง (TPMS)

รายการ : เครื่องคอมพิวเตอร์แม่ข่าย ชนิดที่ 2 (Dell PowerEdge R730)

คุณสมบัติพื้นฐาน
· หน่วยประมวลผลกลาง (CPU) แบบ 10 แกนหลัก สำหรับคอมพิวเตอร์แม่ข่าย (Server) มีความเร็วสัญญาณนาฬิกา 2.4 GHz จำนวน 2 หน่วย รองรับการประมวลผลแบบ 64 bit มีหน่วยความจำแบบ Cache Memory จำนวน 25 MB (Intel Xeon E5-2640V4 ความเร็วสัญญาณนาฬิกาพื้นฐาน 2.4 GHz จำนวน 10 cores / 20 Threads จำนวน 2 หน่วย)
· มีหน่วยความจำหลัก (RAM) ชนิด ECC DDR4 ขนาด 64 GB (4 * 16 GB)
· [bookmark: _Hlk489285936]สนับสนุนการทำงาน RAID ไม่น้อยกว่า RAID 0, 1, 5
· มีหน่วยจัดเก็บข้อมูล (Hard Drive) ชนิด SAS ที่มีความเร็วรอบ 7,200 รอบต่อนาที มีความจุ 2 TB จำนวน 4 หน่วย
· มี DVD-ROM แบบติดตั้งภายใน จำนวน 1 หน่วย
· มีช่องเชื่อมต่อระบบเครือข่าย (Network Interface) แบบ 10/100/1000 Base-T หรือดีกว่าๆจำนวนไม่น้อยกว่า 2 ช่อง
· Power Supply แบบ Redundant Power Supply หรือ Hot Swap จำนวน 2 หน่วย

ตารางแสดงเลขหมายประจำเครื่องคอมพิวเตอร์แม่ข่าย รุ่น Dell Poweredge R730 2U

	
No.
	Model
	Serial Number
	ราคา (บาท)

	1
	DELL Poweredge R730 Rack 2U
	F0Q0DK2
	349,365





ตำแหน่งที่ติดตั้งเครื่องแม่ข่าย
[image: ]
ตู้ Rack ที่ 12 ศูนย์เทคโนโลยีสารสนเทศ กรมทางหลวง
[image: ]
บริเวณหน้าเครื่องแม่ข่ายระบบ TPMS

[image: ]
ตำแหน่งติดตั้งเครื่องแม่ข่ายระบบ TPMS ภายในตู้ Rack หมายเลข 12


[image: ]
รายละเอียด Serial ของเครื่องแม่ข่ายระบบ TPMS


คุณสมบัติหน่วยประมวลผลกลาง (CPU)

หน่วยประมวลผลกลาง (CPU) แบบ 10 แกนหลัก สำหรับคอมพิวเตอร์แม่ข่าย (Server) มีความเร็วสัญญาณนาฬิกา 2.4 GHz จำนวน 2 หน่วย รองรับการประมวลผลแบบ 64 bit มีหน่วยความจำแบบ Cache Memory จำนวน 25 MB (Intel Xeon E5-2640V4 ความเร็วสัญญาณนาฬิกาพื้นฐาน 2.4 GHz จำนวน 10 cores / 20 Threads จำนวน 2 หน่วย)
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คุณสมบัติหน่วยความจำหลัก (RAM)

มีหน่วยความจำหลัก (RAM) ชนิด ECC DDR4 ขนาด 64 GB (4 * 16 GB)

[image: ]


คุณสมบัติ RAID (PERC H730P Integrated RAID Controller)

สนับสนุนการทำงาน RAID ไม่น้อยกว่า RAID 0, 1, 5

[image: ]


[image: ]
http://i.dell.com/sites/doccontent/shared-content/data-sheets/en/Documents/Dell-PowerEdge-RAID-Controller-H730P.pdf



คุณสมบัติหน่วยจัดเก็บข้อมูล (Hard Drive) ชนิด SAS

มีหน่วยจัดเก็บข้อมูล (Hard Drive) ชนิด SAS ที่มีความเร็วรอบ 7,200 รอบต่อนาที มีความจุ 2 TB จำนวน 4 หน่วย

[image: ]


คุณสมบัติ DVD – ROM 

มี DVD-ROM แบบติดตั้งภายใน จำนวน 1 หน่วย

[image: ]


คุณสมบัติ ระบบเครือข่าย (Network Interface) 

มีช่องเชื่อมต่อระบบเครือข่าย (Network Interface) แบบ 10/100/1000 Base-T หรือดีกว่า ๆจำนวนไม่น้อยกว่า 2 ช่อง

[image: ]
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http://accessories.us.dell.com/sna/productdetail.aspx?c=us&l=en&s=fed&cs=16&sku=540-bbhg











คุณสมบัติ Power Supply

มี Power Supply แบบ Redundant Power Supply จำนวน 2 หน่วย

[image: ]
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PROCESSOR 1
Family-Model-Stepping <ttt b 6-4F-1
Brand - Intel(R) Xeon(R) CPU E5-2640 v4 @ 2.40GHz
Level 2 Cache i 10x256 KB

Level 3 Cache i i i 25MB

Number of Cores i 10

Microcode 0xB00001TF
|
| PROCESSOR 2
|
| Family-Model-Stepping B6:-4F-1
| Brand Intel(R) Xeon(R) CPU E5-2640 v4 @ 2.40GHz

Level 2 Cache 10x256 KB
Level 3 Cache 25 MB

s Controls the number of cores presented to the Operating System (OS) fram each
poplated processor socket. In general, it is Uncommon to ... (Press <F1=/for more help)
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% 9 E E % ] =8
PROCESSOR NUMBER I s 4] 3 & o 2]

E Be | @mE [ 3 | ¢ #iz | 3¢

5 SE | EE [ 4 | 2 E5E | &%
FOR 2-SOCKET SERVERS
Intel® Xeon® Processor E5-2699 v4 22 " * 55 22 145 9.6 2400
Intel® Xeon® Processor E5-2698 v4 22 " * 50 20 135 9.6 2400
Intel® Xeon® Processor E5-2697A v4 2.6 " > 40 16 145 9.6 2400
Intel® Xeon® Processor E5-2697 v4 23 " * 45 18 145 9.6 2400
Intel® Xeon® Processor E5-2695 v4 21 " * 45 18 120 9.6 2400
Intel® Xeon® Processor E5-2690 v4 2.6 " > 35 14 135 9.6 2400
Intel® Xeon® Processor E5-2683 v4 21 " * 40 16 120 9.6 2400
Intel® Xeon® Processor E5-2680 v4 2.4 " > 35 14 120 9.6 2400
Intel® Xeon® Processor E5-2660 v4 2.0 . * 35 14 105 96 2400
Intel” Xeon® Processor E5-2650 v4 2.2 . * 30 12 105 96 2400
Intel” Xeon® Processor E5-2640 v4 24 " > 25 10 90 8.0 2133
Intel” Xeon® Processor E5-2630 v4 22 . * 25 10 85 8.0 2133
Intel” Xeon® Processor E5-2620 v4 21 " * 20 8 85 8.0 2133
Intel” Xeon® Processor E5-2609 v4 1.7 - = 20 8 85 6.4 1866
Intel” Xeon® Processor E5-2603 v4 17 - = 15 6 85 6.4 1866
FOR 2-SOCKET SERVERS - FREQUENCY OPTIMIZED
Intel® Xeon® Processor E5-2667 v4 32 " > 25 8 135 9.6 2400
Intel® Xeon® Processor E5-2643 v4 34 " * 20 6 135 9.6 2400
Intel® Xeon® Processor E5-2637 v4 35 " * 15 4 135 9.6 2400
Intel® Xeon® Processor E5-2623 v4 2.6 " * 10 4 85 8.0 2133
FOR 2-SOCKET SERVERS - LOW POWER
Intel® Xeon® Processor E5-2650L v4 17 " * 35 14 65 9.6 2400
Intel® Xeon® Processor E5-2630L v4 18 " * 25 10 55 8.0 2133
FOR 2-SOCKET WORKSTATIONS
Intel® Xeon® Processor E5-2687W v4 3.0 " * 30 12 160 9.6 2400
FOR STORAGE AND COMMUNICATIONS
Intel® Xeon® Processor E5-2658 v4 23 " > 35 14 105 9.6 2400
Intel® Xeon® Processor E5-2648L v4 18 " > 35 14 75 9.6 2400
Intel® Xeon® Processor E5-2628L v4 19 . > 30 12 75 8.0 2133
Intel® Xeon® Processor E5-2618L v4 22 " * 25 10 75 8.0 2133
Intel® Xeon® Processor E5-2608L v4 16 - * 20 8 50 64 1866

*supported
- not supported

1SKUs are available for long life (7-years) and extended reliability (10 years)
?Support higher Tcase for Embedded/Comms usage

LEARN MORE about the Intel® Xeon® processor E5-2600 v4 product family.
www.intel.com/content/www/us/en/processors/xeon/xeon-processor-e5-family.html
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System BIOS Settings » Memory Settings

System Memory Size - 64 6B

System Memory Type - i ECC DDR4

System Memory Speed - e - 2133 Mhz

System Memory Voltage - i i i i 120V
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Feature PowerEdge RAID Controller H730P technical specification

Eight-port internal SATA+SAS solution supporting 3Gbps, 6Gbps and 12Gbps SAS/SATA hard disk drives

Solution provided (HDDs) and solid-state drives (SSDs)

Physical dimensions 167.6 mm (6.6 in) x 64.4 mm (2.5 in) (MD2 low profile)
Connectors Two internal HD Mini-SAS SFF8643

Device support Up to 255 (SAS, SATA)

Host bus type 8-lane, PCI Express 3.0 compliant

Data transfer rates Up to 12Gbps per port

SAS controller LSI SAS 3108 1200MT/s PowerPC 476 dual-core 12Gbps ROC
Cache memory 2GB 1866MT/s DDR3 SDRAM

RAID levels 0, 1, 5, 6
RAID spans 10, 50, 60
Non-RAID (pass-through)
Online Capacity Expansion (OCE)
Online RAID Level Migration (RLM)
Auto resume after power loss during array
rebuild or reconstruction/RLM
Check Consistency for background data integrity
Physical disk power management (Dimmer Switch™)
4K native sector support

. Workload profiles

Key RAID and data protection 50t for TRIM/UNMAP Commands for SAS/SATA SSDs

NVRAM “Wipe" feature protects proprietary data once card is decommissioned
SED drive support
Load balancing
Fast initialization for quick array setup
Configurable stripe size up to IMB
SSD support
Patrol read for media scanning and repairing
DDF compliant Configuration on Disk (COD)
S.M.ARRT. support
Global and dedicated hot spare with revertible hot-spare support: automatic rebuild, enclosure affinity,
emergency SATA

CTRL-R
Dell OpenManage Storage Services

RAID management Additional management:

UEFI (HI1)
CEM
Operating temperature Maximum ambient temperature: 60°C
Operating voltage +3.3V.
Optional SSD optimization Dell FastPath™ firmware feature: delivers high IOPs performance on SSD arrays

Microsoft® Windows Server® 2008 R2 SP1

Microsoft Windows Server 2012 o N

Microsoft Windows Server 2012 R1 & R2 Virtualization options:
Operating systems Red Hat® Enterprise Linux® 5.8 VMware® ESXi 5.1

Red Hat Enterprise Linux 6.5 VMware 6.0

SUSE® Linux Enterprise Server 10 SP4

SUSE Linux Enterprise Server 11 SP3

Up to five-year warranty available for controller (up to the length of purchased system warranty)

Warranty Three-year warranty for battery
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Tech Specs

General

Device Type

Networking
Ports

Connectivity Technology

Data Link Protocol

Data Transfer Rate

Processor / Memory

Processor

Expansion / Connectivity

Interfaces

Compatibility Information

Designed For

Quick Specs
Device Type
Form Factor
Interface (Bus) Type
Ports
Cabling Type

Data Link Protocol
Data Transfer Rate
Processor

Designed For

Network adapter
Plug-in module

PCI Express

Gigabit Ethernet x 4

Wired

Ethernet 10Base-T, Ethernet 100Base-TX, Ethernet 1000Base-T
10Mb LAN, 100Mb LAN, Gige

1 Gbps

Receive Side Scaling (RSS), TCP Segmentation Offload (TSO)

2 x BCM5720 - Broadcom

4 x1000Base-T - RJ-45

« Dell PowerEdge R620, R630, R720, R720xd, R730, R730xd, R820, R920, R930
« Dell PowerVault DL4000

Network adapter

Plug-in module

PCI Express

Gigabit Ethernet x 4

Ethernet 10Base-T, Ethernet 100Base-TX, Ethernet 1000Base-T

10Mb LAN, 100Mb LAN, GigE

1 Gbps

2 x BCM5720 - Broadcom

PowerEdge R620, R630, R720, R720xd, R730, R730xd, R820, R920, R930; PowerVault DL4000
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